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1. Unpack the dome package and take out the dome camera.
2. There are 3 screw holes and 1 positioning plastic knob on the dome cover.
3. Tighten the 2 half-screwed screws to condense the dome cover ring to have the taken out process easier.
4. Push the dome cover upward and pull the cover out manually.
5. Remove the plastic wrapping on the dome cover.
6. Remove the Styrofoam sheet from the inside of the dome cover.

Do not remove the screws on the dome cover. 
And do not jab the positioning knob as the 
picture indicated below.  These actions cannot 
open the cover.

Warning

7. Remove the tape and lens cap on the camera.

9. Use the positioning knob to align to 1 of the 4 holes and make sure 4 holes are aligned to their positions.

8. Attach the dome cover back.  Before doing so, apply some lubricant on the cover’s
    water-proof rubber to make the installation process smoother.

10. Gently push the dome cover back with two hands. 

11. Fasten the M3 screw supplied in the empty screw hole 
      and loosen the 2 screws which are original half-screwed  
      to expand the ring of the dome cover so that the dome 
      cover can be tightly secured onto the dome body.

Terminal Block 12P, P=2.5

Terminal Block 3P, P=5.08 Male

Terminal Block 3P, P= 2.5 180D

AC Power Adapter
Ceiling Mounting Bracket
Wall Mounting Bracket
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The default network setting for the speed dome cameras is using the fixed IP.  For users of DHCP 
server, please go to System > Network on the web interface after logging into the camera to change 
the setting to Get IP Address Automatically.
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